9V

TRAFFIC SIGN AND HARDWARE ASSEMBLY DETAILS

HARDWARE SCHEDULE hd
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D ; x 3" button head bolt (galv.)
@ /4" brass nut
@ 2" x 6/," button head bolt (galv.)
dD® standard sign saddle (galv.)
D standard sign back brace (galv.)
A2 Standard cast aluminum "L bracket
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STREET 12.

Street name and traffic signs shall conform to the current
Contra Costa County Ordinance Specifications.

All sign support posts shall be 23" 0.D. galvanized iron pipe

except as noted on this plan. 2" (12 gauge) "Unistrut” or "Ulti-mate"
square sign post systems approved for highway sign use by the
FHWA are an acceptable substitution.

Posts supporting street name signs and traffic signs, shall .not
be painted.

Wood posts_shall be used in rural locations only and shall conform
to Section 56 of current State Standard Specifications for grade,
species, and preservative treatment.

a. Use 4" x 4" wood posts with any size R7 sign.

b. Use 4" x 6" wood post with any 36" x 42" R-2 sign. A hole must
be drilled at the base in accordance with State Standard Plan RS2
"Breakaway Feature".

Street name signs shall be installed on the corner with the greatest
sight distance and which favors the major street

One street name sign assembly shall be installed at the intersection
of County-maintained roads with two or more lanes in each direction.

Where sign posts are to be installed within an existing sidewalk, the
sidewalk shall be sawcut to a neat appearance when finished to
surrounding grade.

Where conditions permit, street name signs (SNS) may be installed
on the same sign post with a STOP (R1) sign.

Pavement markings shall be thermoplastic and shall conform to the
current State Standard Specifications.

For G7 sign use 6" U.C. and 4l5inch L.C. lettering.

The first 3' of all island noses shall be painted with reflective
white paint.

Striping details and markings shall conform to the current State
Standard Plans.

Carriage bolts shall be peened after assembly.
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